










Heat Meters - Ultrasonic

Ultrasonic LTHW Heat Energy Meter
Kamstrup Ultraflow® 54 ultrasonic energy meter supplied complete with:
• Integrated Ultrasonic flow part with 2.5m signal cable
• Power Supply (230v / 24v / Battery)
• Pair of short direct or pocket PT500 temperature sensors, 1.5m cable
• Nipples or stainless steel pockets (65mm or 90mm)
• Pulse output module as standard
• Optional comms modules include: M-Bus/LON/Radio

Threaded connection PN16
65-5-CDAA-XXX 15mm (½”) Ultrasonic Heat Meter, Qp flow 1.5 m3/hr, Body length 110mm
65-5-CEAF-XXX 20mm (¾”) Ultrasonic Heat Meter, Qp flow 2.5 m3/hr, Body length 190mm
65-5-CGAG-XXX 25mm (1”) Ultrasonic Heat Meter, Qp flow 3.5 m3/hr, Body length 260mm
65-5-CJAJ-XXX 40mm (1” ¼) Ultrasonic Heat Meter, Qp flow 10 m3/hr, Body length 300mm

Flanged connection PN25
65-5-CEBA-XXX DN20 (¾”) Ultrasonic Heat Meter, Qp flow 2.5 m3/hr, Body length 190mm
65-5-CGBB-XXX DN25 (1”) Ultrasonic Heat Meter, Qp flow 3.5 m3/hr, Body length 260mm 
65-5-CJBD-XXX DN40 (1” ½) Ultrasonic Heat Meter, Qp flow 10 m3/hr, Body length 300mm
65-5-CKBE-XXX DN50 (2”) Ultrasonic Heat Meter, Qp flow 15 m3/hr, Body length 270mm 
65-5-CLBG-XXX DN65 (2” ½) Ultrasonic Heat Meter, Qp flow 25 m3/hr, Body length 300mm 
65-5-CMCH-XXX DN80 (3”) Ultrasonic Heat Meter, Qp flow 40 m3/hr, Body length 300mm 
65-5-FACL-XXX DN100 (4”) Ultrasonic Heat Meter, Qp flow 60 m3/hr, Body length 360mm 
65-5-FCCN-XXX DN150 (6”) Ultrasonic Heat Meter, Qp flow 150 m3/hr, Body length 500mm 

Ultrasonic Cooling Energy Meter
Kamstrup Ultraflow® 14 ultrasonic energy meter supplied complete with:
• Integrated Ultrasonic flow part with 2.5m signal cable
• Power Supply (230v / 24v / Battery)
• Pair of short direct or pocket PT500 temperature sensors, 1.5m cable
• Nipples or stainless steel pockets (65mm or 90mm)
• Pulse output module as standard
• Optional comms modules include: M-Bus/LON/Radio

Threaded connection PN16
65-1-CDAA-XXX 15mm (½”) Ultrasonic Cooling Meter, Qp flow 1.5 m3/hr, Body length 110mm
65-1-CEAF-XXX 20mm (¾”) Ultrasonic Cooling Meter, Qp flow 2.5 m3/hr, Body length 190mm
65-1-CGAG-XXX 25mm (1”) Ultrasonic Cooling Meter, Qp flow 3.5 m3/hr, Body length 260mm
65-1-CJAJ-XXX 40mm (1” ¼) Ultrasonic Cooling Meter, Qp flow 10 m3/hr, Body length 300mm

Flanged connection PN25
65-1-CHBB-XXX DN25 (1”) Ultrasonic Cooling Meter, Qp flow 6 m3/hr, Body length 260mm 
65-1-CJBD-XXX DN40 (1” ½) Ultrasonic Cooling Meter, Qp flow 10 m3/hr, Body length 300mm
65-1-CKBE-XXX DN50 (2”) Ultrasonic Cooling Meter, Qp flow 15 m3/hr, Body length 270mm 
65-1-CLBG-XXX DN65 (2” ½) Ultrasonic Cooling Meter, Qp flow 25 m3/hr, Body length 300mm 
65-1-CMCH-XXX DN80 (3”) Ultrasonic Cooling Meter, Qp flow 40 m3/hr, Body length 300mm 
65-1-FACL-XXX DN100 (4”) Ultrasonic Cooling Meter, Qp flow 60 m3/hr, Body length 360mm
65-1-FCCN-XXX DN150 (6”) Ultrasonic Cooling Meter, Qp flow 150 m3/hr, Body length 500mm
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Magnetic & Ultrasonic Flow Meters

Non Intrusive Ultrasonic flow meters
• Easy to use with easy setup menu 
• Non invasive sensing 
• Cost effective solution with no draindown

U2000A 15-80mm Strap on Ultrasonic flow meter 230v
U2000B 50-1000mm Strap on Ultrasonic flow meter 230v
U2000C 250-2000mm Strap on Ultrasonic flow meter 230v

Non Intrusive Battery heat meter with strap on sensors

Non Intrusive 230v heat meter with strap on sensors
• Temp sensors are clamp on type with no insertion required
• No programming required

Electromagnetic flow meters
• No moving parts, no wear, no maintenance
• Accuracy of +/- 0.5%
• Pulse and 4-20mAmp outputs as standard

Calek PM Calek non-intrusive heat meter c/w pulse & M Bus
Calek PL Calek non-intrusive heat meter c/w pulse & LonWorks
Calek AM Calek non-intrusive heat meter c/w 4-20mAmp & M Bus
Calek AL Calek non-intrusive heat meter c/w 4-20mAmp & LonWorks

Mag25 25mm Electromagnetic water meter flanged Pn10
Mag40 40mm Electromagnetic water meter flanged Pn10
Mag50 50mm Electromagnetic water meter flanged Pn16
Mag65 65mm Electromagnetic water meter flanged Pn16
Mag80 80mm Electromagnetic water meter flanged Pn16
Mag100 100mm Electromagnetic water meter flanged Pn16
Mag150 150mm Electromagnetic water meter flanged Pn16
Mag200 200mm Electromagnetic water meter flanged Pn10
Mag250 250mm Electromagnetic water meter flanged Pn10
Mag300 300mm Electromagnetic water meter flanged Pn10

Triowirl VT Steam flow meters
• No moving parts, no wear, no maintenance
• Accuracy of +/- 1%
• Pulse and 4-20mAmp outputs as standard

Triowirl 25 25mm Triowirl VT steam meter wafer pattern
Triowirl 40 40mm Triowirl VT steam meter wafer pattern
Triowirl 50 50mm Triowirl VT steam meter wafer pattern
Triowirl 80 80mm Triowirl VT steam meter wafer pattern
Triowirl 100 100mm Triowirl VT steam meter wafer pattern
Triowirl 150 150mm Triowirl VT steam meter wafer pattern
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Calek PB Calek non-intrusive heat meter c/w pulse & M Bus
Calek PMB Calek non-intrusive heat meter c/w pulse & LonWorks



Oil Meters
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Oil Meters, Mechanical
• Suitable for heating oil, naphtha, diesel and petrol applications
• Volume display on roller counter, in litres
• For horizontal, vertical or inclined mounting
• Threaded or flanged connections
• Suitable for temperatures for up to 130°C

VZO4 4mm (1/8”) Oil Flow Meter, Flow Range 1 – 50 ltrs/hr
VZO8 8mm (1/4”) Oil Flow Meter, Flow Range 4 – 135 ltrs/hr

VZO15 15mm (1/2”) Oil Flow Meter, Flow Range 10 – 400 ltrs/hr
VZO20 20mm (3/4”) Oil Flow Meter, Flow Range 30 – 1000 ltrs/hr
VZO25 25mm (1”) Oil Flow Meter, Flow Range 75 – 2000 ltrs/hr
VZO40 40mm (1” ½) Oil Flow Meter, Flow Range 225 – 6000 ltrs/hr
VZO50 50mm (2”) Oil Flow Meter, Flow Range 750 – 20,000 ltrs/hr

VZO4-RV 4mm (1/8”) Oil Flow Meter c/w pulse output, Flow Range 1 – 50 ltrs/hr
VZO8-RV 8mm (1/4”)  Oil Flow Meter c/w pulse output, Flow Range 4 – 135 ltrs/hr

VZO15-RV 15mm (1/2”)  Oil Flow Meter c/w pulse output, Flow Range 10 – 400 ltrs/hr
VZO20-RV 20mm (3/4”) Oil Flow Meter c/w pulse output, Flow Range 30 – 1000 ltrs/hr
VZO25-RV 25mm (1”) Oil Flow Meter c/w pulse output, Flow Range 75 – 2000 ltrs/hr
VZO40-RV 40mm (1”½) Oil Flow Meter c/w pulse output, Flow Range 225 – 6000 ltrs/hr
VZO50-RV 50mm (2”) Oil Flow Meter c/w pulse output, Flow Range 750 – 20,000 ltrs/hr
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Gas Meters - Diaphragm & Rotary

Gas Meters – Diaphragm 
• Suitable for various gases: Natural gas, City gas and Propane-butane
• High level accuracy on low flow rate applications
• Consumption displayed in litres and cubic meters
• All meters are complete with BSP male union kits

G4P 20mm ¾” Diaphragm gas meter c/w pulse output. Qmax 6m3/hr
G6P 25mm 1” Diaphragm gas meter c/w pulse output. Qmax 10m3/hr
G10P 25mm 1” Diaphragm gas meter c/w pulse output. Qmax 16m3/hr
G16P 40mm 1” ½ Diaphragm gas meter c/w pulse output. Qmax 25m3/hr
G25P 50mm 2” Diaphragm gas meter c/w pulse output. Qmax 40m3/hr

Chatterbox-e Isolation Barrier/Relay Unit

Gas Meters – G4 Meter Installation Kit

Gas Meters – Mounting Shelf/Bracket

• Meets and exceeds national
gas standards

• Permanent accuracy
• Compact size

• Maintenance free
• Pulse output lead and filter

supplied as standard

METKIT/G4 Includes isolation valve, flexible connector, gas regulator and bracket

METBRAG4 Bracket for mounting of G4 diaphragm gas meter
METBRAG6/G10 Shelf for mounting of G6 & G10 diaphragm gas meters
METBRAG16/G25 Shelf for mounting of G16 & G25 diaphragm gas meters

Gas Meters – Rotary 

Chatterbox-e Unit

G16 – 8C 50mm 2” PN16 Flanged Rotary Gas Meter c/w pulse output. Qmax 25 m3/hr
G25 – 15C 50mm 2” PN16 Flanged Rotary Gas Meter c/w pulse output. Qmax 40 m3/hr
G40 – 2M 50mm 2” PN16 Flanged Rotary Gas Meter c/w pulse output. Qmax 65 m3/hr
G65 – 3M 50mm 2” PN16 Flanged Rotary Gas Meter c/w pulse output. Qmax 100 m3/hr
G100 – 5M 80mm 3” PN16 Flanged Rotary Gas Meter c/w pulse output. Qmax 160 m3/hr
G160 – 9M 80mm 3” PN16 Flanged Rotary Gas Meter c/w pulse output. Qmax 250 m3/hr
G160 – 9M 100mm 4” PN16 Flanged Rotary Gas Meter c/w pulse output. Qmax 250 m3/hr
G250 – 16M 100mm 4” PN16 Flanged Rotary Gas Meter c/w pulse output. Qmax 310 m3/hr
G400 – 23M 150mm 6” PN16 Flanged Rotary Gas Meter c/w pulse output. Qmax 650 m3/hr
G650 – 38M 150mm 6” PN16 Flanged Rotary Gas Meter c/w pulse output. Qmax 1075 m3/hr
G Range Pulse Pulse plug to suit the Rotary range of Gas Meters
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Gas Meters - Turbine 

Wafer Pattern ‘Sandwich’ Range
• Mechanical Display
• Installed between existing flanges
• Range of flow capacities available
• Pulse output supplied as standard

IG-TM-50-G40 50mm (2”) Wafer Pattern Turbine Gas Meter. Flow Range 13 – 65 m3/hr
IG-TM-50-G65 50mm (2”) Wafer Pattern Turbine Gas Meter. Flow Range 10 – 100 m3/hr
IG-TM-80-G100 80mm (3”) Wafer Pattern Turbine Gas Meter. Flow Range 8 – 160 m3/hr
IG-TM-80-G160 80mm (3”) Wafer Pattern Turbine Gas Meter. Flow Range 13 – 250 m3/hr
IG-TM-80-G250 80mm (3”) Wafer Pattern Turbine Gas Meter. Flow Range 20 – 400 m3/hr
IG-TM-100-G160 100mm (4”) Wafer Pattern Turbine Gas Meter. Flow Range 13 – 250 m3/hr
IG-TM-100-G250 100mm (4”) Wafer Pattern Turbine Gas Meter. Flow Range 20 – 400 m3/hr
IG-TM-100-G400 100mm (4”) Wafer Pattern Turbine Gas Meter. Flow Range 32 – 650 m3/hr
IG-TM-150-G400 150mm (6”) Wafer Pattern Turbine Gas Meter. Flow Range 32 – 650 m3/hr
IG-TM-150-G650 150mm (6”) Wafer Pattern Turbine Gas Meter. Flow Range 50 – 1000 m3/hr
IG-TM-P Pulse plug and lead to suit the IG-TM range

BSP Threaded
• Low pressure drop
• High accuracy
• Compact in-line unit
• ISO 228

QA10 1” BSP Turbine Gas Meter. c/w Pulse output. Flow Range 1.6 – 16 m3/hr
QA16 1” BSP Turbine Gas Meter. c/w Pulse output. Flow Range 2 – 25 m3/hr
QA25 1” BSP Turbine Gas Meter. c/w Pulse output. Flow Range 2.5 – 40 m3/hr
QA40-1” 1” BSP Turbine Gas Meter. c/w Pulse output. Flow Range 3.3 – 65 m3/hr
QA40-1”1⁄2 1”1⁄2 BSP Turbine Gas Meter. c/w Pulse output. Flow Range 3.3 – 65 m3/hr
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Gas Solenoid - Auto / CPI

Gas Solenoid Valves, Auto Reset
• Constructed to DIN standards
• Body in diecast aluminium
• Screwed (½” to 2”) connections
• Flanged (2” ½ to 4”)

GVA 15 15mm (½”) 230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 20 20mm (¾”) 230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 25 25mm (1”) 230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 30 30mm (1” ¼) 230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 40 40mm (1” ½)  230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 50 50mm (2”) 230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 65 65mm (2” ½)  230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 65F 65mm (2 ½”) 230v Auto Reset Gas Solenoid Valve, Flanged PN16
GVA 80 80mm (3”) 230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 80F 80mm (3”) 230v Auto Reset Gas Solenoid Valve, Flanged PN16
GVA 100F 100mm (4”) 230v Auto Reset Gas Solenoid Valve, Flanged PN16

GVA 15 – CPI 15mm (½”) 230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 20 – CPI 20mm (¾”) 230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 25 – CPI 25mm (1”) 230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 30 – CPI 30mm (1” ¼) 230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 40 – CPI 40mm (1” ½)  230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 50 – CPI 50mm (2”) 230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 65 – CPI 65mm (2” ½)  230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 65F – CPI 65mm (2 ½”) 230v Auto Reset Gas Solenoid Valve, Flanged PN16
GVA 80 – CPI 80mm (3”) 230v Auto Reset Gas Solenoid Valve, Screwed BSP
GVA 80F – CPI 80mm (3”) 230v Auto Reset Gas Solenoid Valve, Flanged PN16
GVA 100F – CPI 100mm (4”) 230v Auto Reset Gas Solenoid Valve, Flanged PN16

Gas Solenoid Valves, Auto Reset c/w CPI Switch
• Suitable for various gases: Natural Gas, Propane and LPG
• Ambient temperature -15 - 60ºC
• Body in diecast aluminium
• Screwed (½” to 2”)
• Flanged 2” ½ to 4”)

Gas Solenoid Valves, 
Accessories

EKO Emergency Knock Off Button 
EKO/KEY Emergency Knock Off Button c/w Key Reset
ETL Thermal Link / Fuse
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Gas Detection

www.uk-metering.netQ
QUALITY SUPPORT SERVICE

Gas Solenoid Valves, Manual Reset
• Constructed to DIN standards
• Body in diecast aluminium
• Screwed (½” to 2”) connections
• Flanged (2” ½ to 4”)

GVM 15 15mm (½”) Manual Reset Gas Solenoid Valve, 230v, Screwed BSP
GVM 20 20mm (¾”) Manual Reset Gas Solenoid Valve, 230v, Screwed BSP
GVM 25 25mm (1”) Manual Reset Gas Solenoid Valve, 230v, Screwed BSP
GVM 30 30mm (1” ¼) Manual Reset Gas Solenoid Valve, 230v, Screwed BSP
GVM 40 40mm (1” ½) Manual Reset Gas Solenoid Valve, 230v, Screwed BSP
GVM 50 50mm (2”) Manual Reset Gas Solenoid Valve, 230v, Screwed BSP
GVM 65 65mm (2” ½) Manual Reset Gas Solenoid Valve, 230v, Screwed BSP
GVM 65F 65mm (2 ½”) Manual Reset Gas Solenoid Valve, 230v, Flanged PN16
GVM 80 80mm (3”) Manual Reset Gas Solenoid Valve, 230v, Screwed BSP
GVM 80F 80mm (3”) Manual Reset Gas Solenoid Valve, 230v, Flanged PN16
GVM 100F 100mm (4”) Manual Reset Gas Solenoid Valve, 230v, Flanged PN16

Gas Detection 

RFG 651 One channel gas detector controller
RFG 652 Two channel gas detector controller
RFG 653 Three channel gas detector controller
SRS 150 Natural gas sensor
SRS 250 Carbon dioxide gas sensor
SRS 350 Carbon monoxide gas sensor
ACD 644 Wall mounted enclosure for the RFG controller

PG0001 Blacks proving system for gas installations, 230v, key reset

Proving gas system

Gas Solenoid Valves, 
Accessories

EKO Emergency Knock Off Button 
EKO/KEY Emergency Knock Off Button c/w Key Reset
ETL Thermal Link / Fuse
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Gas Regulators

Appliance and Domestic Gas Regulators
• Suitable for mounting in any position
• Inlet pressures up to 100 mbar
• Connections tapped BS21 parallel for 1/4” and 3/8” and BS21 taper for 1/2”

Commercial and Industrial Regulators
• Compact and accurate regulator
• Suitable for horizontal and vertical pipelines
• Inlet pressures up to 345mbar

Industrial Regulators
• Service and appliance regulator
• All sizes can be installed in any position
• Inlet pressures up to 345mbar

60DJ 1/4” Gas Regulator, Female BSP. Outlet spring 5 – 15 mbar
80DJ 3/8” Gas Regulator, Female BSP. Outlet spring 5 – 15 mbar
150DJ 1/2" Gas Regulator, Female BSP. Outlet spring 5 – 17.5 mbar

J78R-1/2” 1/2” Gas Regulator, Female BSP. Outlet spring 15 – 23 mbar
J78R-3/4” 3/4” Gas Regulator, Female BSP. Outlet spring 15 – 23 mbar
J78R-1” 1" Gas Regulator, Female BSP. Outlet spring 10 – 20 mbar

J48-3/4” 3/4” Gas Regulator, Female BSP. Outlet spring 12 – 25 mbar
J48-1” 1” Gas Regulator, Female BSP. Outlet spring 12 – 25 mbar
J48-1” ¼ 1” 1/4 Gas Regulator, Female BSP. Outlet spring 12 – 25 mbar
J48-1” ½ 1” 1/2 Gas Regulator, Female BSP. Outlet spring 12 – 25 mbar
J48-2” 2” Gas Regulator, Female BSP. Outlet spring 12 – 25 mbar
J48-2” ½ 2” 1/2 Gas Regulator, Female BSP. Outlet spring 12 – 25 mbar
J48-DN65 DN65 Gas Regulator, Flanged PN16. Outlet spring 12 – 25 mbar
J48-3” 3” Gas Regulator, Female BSP. Outlet spring 12 – 25 mbar
J48-DN80 DN80 Gas Regulator, Flanged PN16. Outlet spring 12 – 25 mbar
J48-DN100 DN100 Gas Regulator, Flanged PN16. Outlet spring 12 – 25 mbar
J48-DN150 DN150 Gas Regulator, Flanged PN16. Outlet spring 12 – 25 mbar

Medium Pressure Service Regulators
• Iron bodied regulator
• Fully rotational aluminium alloy diaphragm case
• Inlet pressures up to 8.6 bar

J125-S1 – 3/4" 3/4" Gas Regulator, Female BSP. Outlet spring 32 – 50 mbar (std)
J125-S1 – 1” 1” Gas Regulator, Female BSP. Outlet spring 32 – 50 mbar (std)
J125-S1 – 1” ½ 1” 1/2 Gas Regulator, Female BSP. Outlet spring 36 – 70 mbar (std)
J125-S1 – 2” 2” Gas Regulator, Female BSP. Outlet spring 36 – 70 mbar (std)
J125-S5 – 3/4" 3/4" Gas Regulator, Female BSP. Outlet spring 32 – 50 mbar (std) c/w O.P.S.O
J125-S5 – 1” 1” Gas Regulator, Female BSP. Outlet spring 32 – 50 mbar (std) c/w O.P.S.O
J125-S5 – 1” ½ 1” 1/2 Gas Regulator, Female BSP. Outlet spring 36 – 70 mbar (std) c/w O.P.S.O
J125-S5 – 2” 2” Gas Regulator, Female BSP. Outlet spring 36 – 70 mbar (std) c/w O.P.S.O13
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Electricity Meters & Current Transformers
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EM21 Panel Meter
• MID Compliant MI-003
• Basic or multi-function meter
• Panel or DIN mount
• Pulse output and mod-bus RS485 communication built-in

Current Transformers - 
Moulded Case Current Transformers
• Suitable for ‘new’ installations

EM21-P 3 phase energy meter with pulse output
EM21-PM 3 phase energy meter with pulse output and mod-bus RS485

7402-0573 100/5A 2.5VA Class 1 Moulded Case CT
7402-0574 200/5A 2.5VA Class 1 Moulded Case CT
7402-0575 300/5A 2.5VA Class 1 Moulded Case CT
7402-0576 400/5A 2.5VA Class 1 Moulded Case CT
7402-0577 600/5A 2.5VA Class 1 Moulded Case CT
Note: Larger ratios are available on request – please contact sales for details

Split Ring/Moulded Case Clip
Together Current Transformers
• Suitable for installation on existing applications

7402-0580 100/5A 1.5VA Class 1 Moulded Case Clip Together Split Core CT
7402-0581 150/5A 1.5VA Class 1 Moulded Case Clip Together Split Core CT
7402-0582 200/5A 1.5VA Class 1 Moulded Case Clip Together Split Core CT
7402-0583 300/5A 1.5VA Class 1 Moulded Case Clip Together Split Core CT
7402-0584 400/5A 1.5VA Class 1 Moulded Case Clip Together Split Core CT
7402-0585 600/5A 1.5VA Class 1 Moulded Case Clip Together Split Core CT
Note: Larger ratios are available on request – please contact sales for details
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Variable Speed Drives

IP21 Inverter Drives
• Constant torque
• HVAC type for fan and pump control
• IP21 suitable for panel mounting

ACH0.7521 0.75kw inverter drive 2.2amp
ACH1.121 ACH550 1.1kw inverter drive 3.3amp
ACH1.521 ACH550 1.5kw inverter drive 4.1amp
ACH2.221 ACH550 2.2kw inverter drive 5.4amp
ACH321 ACH550 3kw inverter drive 6.9amp
ACH421 ACH550 4kw inverter drive 8.8amp
ACH5.521 ACH550 5.5kw inverter drive 11.9amp
ACH7.521 ACH550 7.5kw inverter drive 15.4amp
ACH1121 ACH550 11kw inverter drive 23amp
ACH1521 ACH550 15kw inverter drive 31amp
ACH18.521 ACH550 18.5kw inverter drive 38amp
ACH2221 ACH550 22kw inverter drive 44amp
ACH3021 ACH550 30kw inverter drive 59amp
ACH3721 ACH550 37kw inverter drive 72amp
ACH4521 ACH550 45kw inverter drive 87amp
ACH5521 ACH550 55kw inverter drive 125amp
ACH7521 ACH550 75kw inverter drive 157amp
ACH9021 ACH550 90kw inverter drive 180amp

IP54 Inverter Drives
• Constant torque
• HVAC type for fan and pump control
• IP54 suitable for boiler house mounting

ACH0.7554 ACH550 0.75kw inverter drive 2.2amp
ACH1.154 ACH550 1.1kw inverter drive 3.3amp
ACH1.554 ACH550 1.5kw inverter drive 4.1amp
ACH2.254 ACH550 2.2kw inverter drive 5.4amp
ACH354 ACH550 3kw inverter drive 6.9amp
ACH454 ACH550 4kw inverter drive 8.8amp
ACH5.554 ACH550 5.5kw inverter drive 11.9amp
ACH7.554 ACH550 7.5kw inverter drive 15.4amp
ACH1154 ACH550 11kw inverter drive 23amp
ACH1554 ACH550 15kw inverter drive 31amp
ACH18.554 ACH550 18.5kw inverter drive 38amp
ACH2254 ACH550 22kw inverter drive 44amp
ACH3054 ACH550 30kw inverter drive 59amp
ACH3754 ACH550 37kw inverter drive 72amp
ACH4554 ACH550 45kw inverter drive 87amp
ACH5554 ACH550 55kw inverter drive 125amp
ACH7554 ACH550 75kw inverter drive 157amp
ACH9054 ACH550 90kw inverter drive 180amp
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ABQM - Danfoss

Accessories
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ABQM Pressure Independent Balancing and Control Valve
Reduce costs and balance your business – your clients are you business, so everybody wins if you
can reduce yours and their costs. The Danfoss ABQM is a money saving device:
• Fewer products, so less installation to do
• Easy sizing, so fewer calculations
• Set and forget, no commissioning
• Better comfort, so fewer complaints and less service required
• Always the right flow, so no energy wasted

Code No Description DN Qmax External 
Thread

003Z0261 ABQM c/w test nipples – low flow 10LF 150 G ½ A
003Z0211 ABQM c/w test nipples 10 275 G ½ A
003Z0262 ABQM c/w test nipples – low flow 15 275 G ¾ A
003Z0212 ABQM c/w test nipples 15LF 450 G ¾ A
003Z0213 ABQM c/w test nipples 20 900 G 1 A
003Z0214 ABQM c/w test nipples 25 1700 G 1 ¼ A
003Z0215 ABQM c/w test nipples 32 3200 G 1 ½ A
003Z0701 ABQM c/w test nipples 40/50 10000 G 2 ½ A
003Z0702 ABQM c/w test nipples 65 18000 PN16
003Z0703 ABQM c/w test nipples 80 28000 PN16
003Z0704 ABQM c/w test nipples 100 38000 PN16
003Z0251 ABQM w/o test nipples – low flow 10LF 150 G ½ A
003Z0201 ABQM w/o test nipples 10 275 G ½ A
003Z0252 ABQM w/o test nipples – low flow 15 275 G ¾ A
003Z0202 ABQM w/o test nipples 15LF 450 G ¾ A
003Z0203 ABQM w/o test nipples 20 900 G 1 A
003Z0204 ABQM w/o test nipples 25 1700 G 1 ¼ A
003Z0205 ABQM w/o test nipples 32 3200 G 1 ½ A

003Z0231 Connections for DN10 valve
003Z0232 Connections for DN15 valve
003Z0233 Connections for DN20 valve
003Z0234 Connections for DN25 valve
003Z0235 Connections for DN32 valve
003Z0277 Connections for DN40/50 valve – 1 ½”
003Z0278 Connections for DN40/50 valve – 2”
Actuators and accessories for valves up to 32mm
082F1222 TWA-Z 24V n/c thermal actuator
082F1226 TWA-Z 240V n/c thermal actuator
082H8048 AMI140 24v on/off actuator
082H8049 AMI140 240v on/off actuator
082H8056 AMV110NL 24v raise/lower actuator with gap detection
082H8057 AME110NL 24v (0-10V) actuator with gap detection
082H8052 5m cable option – 24v
082H8053 5m cable option – 240v
Actuators for valves DN40+
082H3075 AME15QM 24v (0-10V) actuator – can also be selected for 3-point and current control 16
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